
                     

        
    

Pan and Tilt  Zoom Underwater  IP camera  with White or IR Led Lights(Water depth 
30M) DPTZ6030 

 

(with external joystick control panel available) 

Detail Spec: 

■ Material: Stainless Steeel316L 

■ Water Depth: IP 68; Max Water Depth: 30 m 

■ Image Sensor: 5MP  1/2.7” Aptina CMOS Sensor 

■ Resolution: Main Stream: 5MP 2592*1944@15fps; 

■                                                 4MP 2560*1440@25fps; 

■                                                 3MP2048*1536@25fps 

Sub Stream:704*576@25fps;  

■ Compression: H.265++/H.265+/H.265/H.264  Video Coding, Support dual-stream, AVI; Support Adjustable 
Stream0.1M~10Mpbs; Support Adjustable Frame 1~30FPS 

■ Network Interface: 1 个 RJ45 Ethernet interface,10/100M adaptation; Support RTSP/FTP/PPPOE/DHCP/DDNS/NTP/UPnP  

■ ONVIF: Support 

■ System Scanning: Progressive  

■ Min Illumination: 0. 5Lux/F1.4(Color) 

■ Rotating:360°continuously; Pan 0.1-30°/sec；Tilt 0.1 ~30°/sec 

■ Max.128 Preset,8 Cruise Routes, Preset Position Dwell Time 

■ Cable: Industrial-grade Underwater Special Cable 

■ Window：Cleaning Scraper； 

■ Zoom：18X Optical zoom, Focus f=5-90mm（F1.8-3.2） 

■ IR or white LED：Option (non-adjustable) 

■ Illuminate Distance：30M 

■ Power Supply: Dual-PoE, IEEE802.3af; End-span(1,2+/3,6-) and Midspan(4,5+/7,8-) 

■ Network Interface： 10/100 mbit/sec. 

■ Camera Dimension: (L)320×(W)240×(H)420mm 

■ Net Weight: 19 kg (NG) 

 

 

 

 

 


